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DATI. 07/lS/2015 Nl270P TACH TIMES LEFT 4051.37 RIGHT 4059.6 PERFORMED 100 JiOUR 
INSPECllON IN ACCORDANCE WITH FAR 43 APPENDIX D AND PIPER PA-23 CHECKUST. REPACKED 
WHEEL BEARINGS. INSPECTED AND INSTAllED RIGHT MLG OUTER BRAKE LININGS BREAK ASSEMBLY'S. 
SEIWICE.O BRAKE FLUID • SERVICED \ANDING GEAR HVDRAU LIC flUID . INSTALLED H't'DRAUUC SYST£M 
FILTER P/N (AN623S..lA} AND 0 RING LUBED LANDING GEAR SYSTEM PERFORMED LANDING GEAR 
RETRACTION SYSTEM TEST. FLIGHT CONTROL CABLES TENSION'S CHECKED . LUBED PULlEY'S, 
BELLCRANI<S. FLIGHT CONTROL TUBES. INSPECTED FUEL SYSTEM CLEANED RIGHT&. LEFT FUEl SCREENS. 
INSTALLED NEW HOSES RIGHT & LEFT AFT NACELLE FUEL TANK UNES TO FUEL PUMPS. SUMPED FUEL 
TANKS. ElT SYSTEM CtiECKED BATTERY$ DUE 04/2016. INSPECTED AND SERVICfD MAIN AIRCRAFT 
BATtERY. INSTALlED 15 AMP CIRCUIT BREAKER IN ACCESSORY POWER PORT. CLEANED AIRCRAFT 
.AD'S CHECKED THRU 2015/12 . AD'S COMPLIANCE LIST AND CHECKliST IN RECORD'S. I CERTIFY 

---\--- THAT THIS AIRCRAFT HAS BEEN INSPECTEO IN ACCORAOANCE WITH AN ANNUAL INSPECTION AND 
• BODE W. ZlfTZ 
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Nl270P LEFT ENGINE LOG BOOK# 2 
LYCOMING 0 320 
SERIAL N ER L-431-27 



- LH DATE 03/16/2013 TACH TIME 3934.41 TIME SINCE MAJOR OVERHAUL 
1838~58. PERFORMED 100 HOUR INSPECTION IN ACCORDANCE WITH 
FAR 43 APPENDIX D AND CHECK LIST . PERFORMED CYLINDER COMPRESSION 

- TEST CYL # 1 80/60 # 2 80/66 # 3 80/69 # 4 80/66 . REMOVED CYL # 1 CLEANED 
- HONED INSPECTED AND LAPPED VALVES . INSTALLED NEW RINGS FOR 
- CE . CYLINDERS.TOP OVERHAUL GASKETS. REINSTALLED. IN 
_ ACCORDANCE WITH LYCOMING DIRECT DRIVE MANUAL . MAGNETO'S 

INSPEC1'ED .TIMING CHECKED CLEANED AND GAPPED SPARK PLUGS INSTAIJ,ED 
- NEW GASKETS . CLEANED FUEL PRIMER NOZZLES .REP AI RED RIGHT BAFFLE . 
- INSTALLED NEW AIR FILTER BRACKETT BA 7305. CHANGED OIL AND FILTER FILLED 
- WITHAEROSHELL 100 50 WT RAL OIL. CLEANED OIL PUMP SUCTION SCREEN. 

CHANGED OIL FILTER C ION CH 48110-1 .INSTALLED NEW C SHAFT SEAL. 
CLEANED INSPECTED C SHAFT FRONT OIL PORT .INSTALLED NEW GENERATOR 

- BELT (PIN 37Bl8774 325) LUBED ENGINE CONTROLS .CLEANED ENGINE. ENGINE 
- GROUND RUN LEAK INSPECTION PERFORMED AD'S CHECKED THRU 2013 /04 
- AD'S COMPLIANCE LIST IN RECORD'S. I CER'IIFY THAT THIS ENGINE HAS BEEN 

INSPECTED IN ACCORDANCE WITH A 100 HOUR INSPECTION AN WAS DETE D 
TO BE IN AIRWORTHY CONDITION. BODE W. ZIETZ Til ~ -
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DATE 07/15/2015 N1270P LEFT ENGINE. TACH TIME 4051.37 ,TOTAL TIME IN SERVICE 1955.54 
PERFORMED 100 HOUR INSPECTION IN ACCORDANCE WITH FAR 43 APPENDIX D AND CHECKLIST. 

- PERFORMED CYLINDER COMPRESSION TEST. CYLINDER #180/55 #2 80/78 #3 80/68 #4 80/72. 
_ .REMOVED CYLINDER #1 AND INSTALLED ECI CYLINDER ASSEMBLY ITEM FRCN 06-0 PART NUMBER ECL 

06-0 C/N SERIAL NUMBER 86438-04 DATED 08/10/2012 . NEW RINGS , PISTON , PISTON PIN P/N -
SL13445 AND PISTON PIN PLUGS. SINGLE CYLINDER GASKET'S P/N AEL12032-SC . CYLINDER 
INFORMATION IN RECORD'S . CLEANED OIL PUMP SCREEN .( FILLED WITH AEROSHELL100 50 WEIGHT 

- MINERAL OIL) INSTALLED CHAMPION CH48110-1 OIL FILTER. INSTALLED NEW BRACKETT AIRFILTER 
- ELEMENT (BA-7305) MAGNETO TIMING CHECKED. CLEANED AND GAPPED SPARKPlUGS INSTALLED 
_ NEW (M-674) GASKETS. CLEANED AND INSPECTED FUEL PRIMER NOZZLES . LUBED ENGINE CONTROLS. 

AD'S CHECKED THRU 2015/12 AD'S COMPLIANCE LIST IN RECORD'S . ENGINE RUN UP CHECK -
PERFORMED NORMAL .I CERTIFY THAT THIS ENGINE HAS BEEN INSPECTED IN ACCORDANCE WITH A 100 
HOUR INSP 0 BE IN AIRWORTHY CONDITION . BODE W. ZIETZ A&P 
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Nl270P RJGHl ENGINE LOG BOOK# 2 
L YCOM NG 0 320 
SERIAL NUMBER L-2266-22 



YEAR: 

DATE 

RECORDING TODAY'S 
TACH FLIGHT 
TIME 

TOTAL 
TIME IN 
SERVICE 

Entries must be endorsed with Name, Rat1ng and Cert1f1cate Number of Techmc1an or Repair 
Facility. (See back pages for other specific entries.) 

oA:rE 07/lS/2015 N1270P RIGHT ENGINfi TACH TIME 4059.6 TOTAL TIME IN SERVICE 1957.9 -
-:: PERFORMED 100 HOUR INSPECTION IN ACCORDANCE WITH FAR 43 APPENDIX 0 AND CHECKliST. -

PERFORMED CYLINDER COMPRESSION TEST CYLINDER #180/79 # 2 80/72 #3 80/76 #4 80/68 . -
CHANGED OIL. CLEANED OIL PUMP SCREEN. CHANGED OIL Flt:TER ( CH48110-1 ) FILLED WITH 
AEROSHELL 100 PLUS SO WEIGHT WITH (LW16702) LYCOMING LIFT.ER ADDITIVE . MAGNETO TIMING 
CHECKED. CLEANED AND GAPPED SPARKPLUGS INSTALLED NEW CHAMPION (M-674) GASKETS, 
CLEANED FUEL PRIMER NOZZLES. INSTALLED NEW BRACKETT AIRFILTER ELEMENT (BA-7305) LUBED 
ENGINE CONTROLS. AD'S CHECKED THRU 2015/12 AD'S COMPLIANCE LIST IN RECORD'S . ENGINE RUN _ 
UP INSPECTION PERFORMED NORMAL. I CERTIFY THAT THIS ENGINE HAS BEEN INSPECTED IN 
ACCORDANCE WITH A 100 HOUR INSPE . RMINED TO BE IN AIRWORTHY 
CONDITION. BODE W .ZIETZ A&P 
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