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| AIRCRAFT LOG
PIPER PA 24 Serial # 24-31 N5028P

Annual Inspection C/'W.
Repacked wheel bearings. Check brakes. C/W AD 97-01-01 R1 (2) (a) Dated 12/08/1998 on main
gear side braces by fluorescent liquid penetrant. Due again 1000 Hrs 115, Replace landing gear
Bungees cords /A/W AD 77-13-21 R Par (b) Dated 12/16/1977. Performed gear retraction test.
Inspect and lube all controls. Inspect Hi Shear rivets /A/W AD 94-13-10 dated 8/12/94. Due again
100 Hrs TIS. Inspect forward fin spar VA/W AD 75-12-06 dated 6/5/75. Due again 100 Hrs TIS.
C/W AD 68-13-03 Dated 05/29/1968 Fuel Cell Collapse By kit 760-277 New fuel cells P/N
20355AT-00 S/N 254 & 20355AT-01 and two new fuel caps P/N CA2722IN. Replace battery and

check all lights. Replace induction air filter elements. Inspect exhaust system. Dawley Aviation
repaired right hand W/O 1001 17.Replaced Batteries and tested ELT per FAR. 91.207 (d). ELT

battery pack expires March 2016

Date February 1,2010 Meter 0516.49 Total time 3543.16
I certify that this Aircraft has been inspected in accordance with an annual inspection and found to be

in airworthy condition.

Richard C. Nicolos A & |

— L]

INSPECTIONS ARE DUE EVERY 12 CALENDER MONTHS




_ PIPER PA 24 Senal # 24-31 NJOZSP
Y Annual Inspection CW
Repacked wheel bearings. Check brakes. Performed gear retraction test. Inspect and lube all

gontrols. Service battery and check all hights. Replace induction air filter elements. Inspect exhaust
system. fTested ELT per FARK. 91 207 (d). EL T battery pack expires March 2016

Date March 3 2011 Meter OSIE.SE Total time 3548 25§

| certily that this Awcralt has been inspected in accordance with an annual inspection and found to be
= i awrworthy condition

"Richard C. Nicolos A & IS




AIRCRAFT LOG

PIPER PA 24 Serial # 24-31 N5028P

Annual Inspection C/W.
Repacked wheel bearings. Check brakes. Reseal nose strut. Replace gear warning horn with

serviceable horn. Replace Bungee I/A/W AD 77-13-21 Par (b) Dated 12/16/77. Due again 500 Hrs
TIS or three years. Performed gear retraction test. Inspect and lube all controls. Replace lower door
hinge. Replace fuel pump switch. Install new front seat belts. Stabilator Horn AD 2012-17-06 Dated

- 10/22/2012. Due at a tach time of 0636.98. Replace battery and check all lights. Replace induction
air filter elements. Inspect exhaust system. Replace ELT batters and tested ELT per FAR. 91.207 (d).

" ELT battery pack expires Dec 2025

Date October 23. 2018 Meter 0536.98 Total time 3563.65
* | certify that this Aircraft has been inspected in accordance with an annual inspection and found to be

~ in airworthy condition.
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