
. 

,I 

NGINE (continued) 

Falcon Aviation Services, Inc. 
 

14 ENGINE AND PROPELLER CONTROLS AND LINKAGE - Check freedom of movement 
through full range. Check for proper travel, security of attachment, and for evidence of 
wear. 

Technician Ins ector 

  
15 CARBURETOR - Drain and flush carburetor bowl and clean inlet strainer. Check general fV. 

condition and security. 
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16 FUEUAIR (METERING) CONTROL UNITS - Inspect linkage and controls for freedorrl of 
movement through full travel, check for evidence of leakage, and clean inlet screens. 

17 FUEL INJECTION SYSTEM - Inspect lines, nozzles, fuel manifold, and fuel control unit 
for evidence of leakage apparent damage, bends to injector lines, and security of

:qw 

attachment. Remove and clean nozzles. 

18 ENGINE PRIMER - C�_eck for leakage, operation, and security. 

19 HOSES, METAL LINES, AND FITTINGS - Inspect for signs of oil and fuel leaks. Check 
for abrasions, chafing, security, proper routing and support, and for evidence of 

eterioration. 

UEL STRAINER, DRAIN VALVE, AND CON S - Check freedom of move 
ecurity, and proper operation. Disasse e, flush, and cJean �creen and bowl. I 
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21 AUXILIARY (ELECTRIC) FUEL PUMP - um and fittings for �ndition, ope 

and security. Remove and clean filter (as applicable). 

 

 

22 ENGINE-DRIVEN FUEL PUMP - Check for evidence of leakage, security of attachment, 
and general condition.  

23 VACUUM PUMP - Check for condition and security. 

24 VACUUM SYSTEM OIL SEPARATOR (as applicable) - Clean and inspect. 

25 ENGINE-DRIVEN HYDRAULIC PUMP (if applicable) - Check condition and security. 

26 HYDRAULIC FILTER (firewall-mounted on engine-driven pump systems) - Disassemble, 
clean, and inspect. 

27 MAGNETOS - Check external condition, security, and electrical leads for condition. 
Check timing to engine and internal timing if engine timing requires adjustment. 

28 IGNITION HARNESS AND INSULATORS - Check for proper routing, deterioration, and 
condition of terminals. 

29 SPARK PLUGS - Remove, clean, analyze, test, gap, and rotate top- a-bottom, bottom-to­
top. 

30 BATTERY, BATTERYBOX, AND CABLES - Check electrolyte level and inspect 
overboard drain tube. Clean and remove any corrosion. Check cables for routing, support,  
and securit of connections. '\. 
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